




















HEATV/S

H EATI N G pAN E L Q‘% Eco-Friendly, Human-Safe Insulation

HEATVIS panels use melamine resin—based ultra—light foam, offering superior thermal
insulation without health risks.
Unlike fiberglass, commonly used in other panels, our material is recyclable and
harmless to the human body
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Thermal cut out bimetal 125°C
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Advanced Safety System @

At HEATVIS, your safety comes first.

Unlike conventional panels, we use CE-certified, high—grade bimetal
components.

Our built—in overheat protection system automatically shuts off power if
surface temperatures exceed safe limits, providing peace of mind.




73) Exceptional Durability

Every HEATVIS heating panel is built to the highest standards—from core
components and structural design to production and quality control.
This is why we confidently offer the industry’s first 15-year full product

warranty.
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Precision Hand-Finished Powder Coating @

Each panel is hand—-finished by
skilled Korean experts using
powder coating techniques,
ensuring high—quality surface
finishes with enhanced safety,
durability, and aesthetics.

HEATV/S

Front
Made In Korea
Warranty 15years
Product Specificqﬁon (Single—-phase 230V, 50-60Hz)
Model name ConF;?J\:Vnertion Width Height Thickness Weight Heating area

(W)p (W/mm)  (H/mm) (D/mm) (kg) (m?)

HV-HP-350 350 W at 230 V 600 im0 5.82 2~4
all mount included)

HV-HP-700 700 W at 230 V 1200 . 36 1.3 4~6
all mount included)

HV-HP-1000 1000 W at 230 V 1200 36 14.4 8~10

(Wall mount included)

Depends on insulation condition

Technical Specification

Heating Element : Carbon crystal

Insulation Material : Ultra—Lightweight Foamed Material
Based on Melamine Resin

Suface Temperature : Max 95°C(+5%C)

Front Panel Material : Power coated Gl (Galvanized Iron)

Insulation Fire Rating : V-0 UL94

Rear Panel Material : EGI (Electro Galvanized Iron)

IP Grade : 44

Certifications of Bimetal : UL, VDE, CQC, KC

Product life : 100,000 Hr

Safety device : Thermal cut out bimetal 125°C
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Global Training HUB

On-Site Training

* Learn to install, service, and maintain HEATVIS products.
+ Delivered by qualified and experienced HEATVIS technical engineers.
* Practical, hands—-on workshops for real-world experience.
 Attend at a choice of HEATVIS training centre in the UK or client's site

» Completely free for you and your colleagues (limited time offer).

E-Training - Go Digital
with HEATVIS

* Access tailor-made online training videos at your

convenience. HEATING FILM
+ Presented by qualified and experienced HEATVIS

technical engineers.

HEATING PANEL

* Includes practical, hands—on demonstrations to

reinforce learning.
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HEATVIS UK TRAINING CENTER



